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>> X2-P          Compact Line Array  
Description: 

The X2-P is a two-way, high ef-

ficiency, line array loudspeaker. 

It is designed as an “All In One” 

ultra compact high performance 

system for the reproduction of 

speech and music program ma-

terial. The X2-P incorporates two 

medium format 1” exit compres-

sion driver coupled to a stabilized 

proprietary FlatWave Former 

that delivers clear but penetrat-

ing high frequencies over a pre-

dictable and controlled coverage 

area. The  X2-P has a Horizon-

tal pattern of 160 degrees and a 

Vertical of 30 degrees. Quad 8” cone transducers coupled to the (A.I.M.) Acoustic Intergrading Module minimizing 

cone filtering throughout the entire operating range. A sturdy multi-ply plywood enclosure, with a multi-layered cata-

lyzed polyurethane finish, will withstand the most demanding portable applications. A perforated, powder coated 

steel grill with a high transmission ratio offers excellent protective properties. The custom designed flyware enables 

the user to easily array the system to the procise desired coverage area. The X2-P is available in black or white 

exterior. The X2-P excels in a myriad of diverse applications requiring a compact line array enclosure. Superior 

workmanship and transparent sonic quality make the X2-P an exceptional tool for any speaker system.

Nominal Impedance
LF: 4 ohms
HF: 4 ohms
Components
LF: 8” (203.2mm) x4
HF: 1” Exit (25.4mm) x2
Flat Wave Former (x1)
Flat Wave DF-Former (x1)
“AIM” Acoustic Intergrating Module x4

Pressure Sensitivity
LF: 101dB (2.83V @ 1m)
HF: 109dB (2.83V @ 1m)
Frequency Range (-10dB)
48Hz – 20kHz
Frequency Response (-3dB)
58Hz – 18kHz

Maximum Continuous SPL
Peak: 129dB @1M
Long Term: 126dB @1M
Coverage Angles
Horizontal: 160 degrees (-6dB)
Vertical: 30 degrees (-6dB)
Power Capacity
Noise (IEC 268-5):   500W -LF
                                 150W -HF
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Enclosure
Baltic Birch 5/8” (15mm) 
Hardware
Proprietary TrueAim Rigging
Flying or ground stacking 

Grill
Powder Coated Perforated Steel 14g
Filter Cloth Backed
PMD-1 Digital Power Amp
500 watt (x1) Bass
250 watt (x1) Hi Frequency
Digital (2) program processing
XLR transformer isolated I/O
AC power conn I/O 

Dimensions
Height: 21.375” (542.9mm)
Width: 24.5”  (622.3mm)
Depth: 18”  (457.2mm)
Weight
Net: 109lbs. (49.44kg)
Shipping: 115lbs. (52.16kg)
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